Own Simple and Affordable Cable Internet Connectivity

Experience the savings of owning your own cable modem! The Linksys Cable Modem is the easiest and most affordable way to get a blazing fast connection to the Internet -- far faster than a dial-up, and without tying up your phone line. The "always on" connection eliminates dial-up wait time and busy signals. Web surfing and your e-mail are instantly available, anytime.

Installation is quick and simple. Connect it directly to any PC with an available USB or Ethernet port, and you’re ready to surf the Internet. Or connect it to a Linksys router and share that high-speed Internet access with everyone on your home network.

The Linksys Cable Modem is fully compliant with all industry standards -- DOCSIS 1.0, 1.1, and 2.0 -- so you know it’ll work with any cable Internet service provider.

With the Linksys Cable Modem, you'll avoid monthly rent charges, and make the most of your high-speed cable Internet connection.

| Own your own Cable Modem and avoid paying monthly rent | Easy installation - one phone call to your Internet service provider completes the setup | "Always on" connection eliminates dial-up wait times and busy signals | Up to 100 times faster than dial-up Internet connections |

Cable Modem
with USB and Ethernet Connections

Model No. BEFCMU10
Cable Modem with USB and Ethernet Connections

Features

• Built-In 10/100 Ethernet Port and USB Connection.
• Stackable with All Linksys Routers
• CableLabs Certified DOCSIS 1.1 and 2.0
• Free Technical Support - 24 Hours a Day, 7 Days a Week, Toll-Free US Calls
• 1-Year Limited Warranty

Specifications

BEFCMU10 Version 3

Standards

DOCSIS 1.0, DOCSIS 1.1 Certified, DOCSIS 2.0 Certified, IEEE 802.3, IEEE 802.3u, USB 1.1

Ports

Ethernet, USB, Cable

Buttons

Reset

Cable Type

Cable: F-type female 75 ohm
Ethernet: 10/100 RJ-45 Port
USB: USB Type B Port

LED Indicators

Power, Internet Cable, Internet Activity, Ethernet, USB

Environmental

Dimensions

186 mm x 48 mm x 165 mm
(7.32" x 1.89" x 6.50")

Unit Weight

14.46 oz. (0.41 kg)

Power Input

External, 12VDC, 1A

Certifications

DOCSIS 1.1, DOCSIS 2.0, FCC Part 15 Class B, UL 1950, CE

Operating Temp.

32°F to 104°F (0°C to 40°C)

Storage Temp.

-4°F to 158°F (-20°C to 70°C)

Operating Humidity

20% to 90%, Non-Condensing

Storage Humidity

20% to 90%, Non-Condensing

Minimum Requirements

• CD-ROM Drive
• Computer with 10/100 RJ-45 Ethernet Network Adapter or PC running Windows 98, Me, 2000, or XP equipped with USB port (to use the USB connection)
• DOCSIS 1.0, 1.1, or 2.0 Compliant Cable Service

Package Contents

• Cable Modem
• Power Adapter
• USB Cable
• CAT 5 Ethernet Network Cable
• Quick Installation
• User Guide and USB Drivers CD-ROM
• Registration Card

Specifications are subject to change without notice. Linksys is a registered trademark or trademark of Cisco Systems, Inc. and/or its affiliates in the U.S. and certain other countries. Copyright © 2003 Cisco Systems, Inc. All rights reserved. Other brands and product names are trademarks or registered trademarks of their respective holders.